Serial No. 10/524,997 
Amendment dated August 5, 2008 
Reply to final OA of March 5, 2008 

IN THE SPECIFICATION : 

Page 6, lines 21 to 31, replace the paragraph with the following amended 
paragraph. 

In case of power failure, the actuator may be operated by a hand crank at 
the rear attachment 8 of the actuator. The end of the spindle has secured 
thereto a cylindrical object 20 with an end bottom, which is formed with a 
hole for the end of the spindle which is configured into a rivet head 21. 
The cylindrical object has such a large diameter that it retains the bearing 
12 on the spindle. The rear attachment 8 accommodates two slide 
bearings 22, 23 for a shaft member 24, whose one end is passed into the 
cylindrical object and secured to it by a cotter pin 2-5- (not shown) through 
aligned holes in the pipe object 20 and the shaft member 24. At the 
other end of the shaft member 24, a through cotter pin 26 is secured in a 
hole for cooperation with a slot in the hand crank. 

Page 7, lines 1 to 13, replace the paragraph with the following amended 
paragraph. 

Fig. 2 of the drawing shows an exploded view of the rear attachment 

which consists of two halves 14a, 14b, and also the shaft member 24 is 

shown together with two seal halves 31a, 31b, of which a larger picture of 

the lower seal half is shown in fteFiq. 3. The slide bearing 22 also acts as 

a seal and is moved slightly outside the side wall for noise damping of the 

pin 32. The seal 22 is connected by the structure 33 with the seal 34 

which is disposed in the groove 35 on the outer side of the rear 
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attachment and seals against the cabinet. The structure 33 is received in 
a recess 36 in the joint face on the rear attachment. One side of the 
structure 33 has a side wall 33a which, in the recess (longitudinal 
opening) 36, extends down on the outer side of the overlying structure, it 
being noted that the two seal halves are identical. This provides a good 
and safe seal of the shaft member as well as of the rear attachment as a 
whole. The seal is moreover easy to mount. 
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